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Standard Features

• Safety throttle lever

• Anodized aluminum housing

• 90o elbow swivel air inlet

• Rivet capacity up to 1/4" aluminum and 3/16" steel

• Smooth controlled throttle movement

• Low cost replacement parts

• Tool steel roller bearings and shafts

• Additional configuration of jaws available

• Operate on 90 PSI air

• Set holders in 3/16" and 1/4" diameter available

Power Unit

POWER UNIT ONLY PART OF
MODEL ORDERING JAW CAPACITY COLD RIVET MAX FORCE STROKE AT NET WEIGHT OVERALL AIR

NO. NO. REACH ALUMINUM STEEL AT 90 PSI MAX FORCE WITH JAWS LENGTH INLET
in. mm in. mm pounds in. mm lbs. kg. in. mm in.

725A (5355) 1-1/2 3/16 4.8 5/32 4.0 6000 1/16 1.6 5-1/2 2.5 12 305 1/4 NPT

obsolete 2-1/4 5/32 4.0 1/8 3.2 4300 3/32 2.4 6 2.7 13 330 1/4 NPT

3 1/8 3.2 3/32 2.4 3400 1/8 3.2 6-1/4 2.8 13-3/4 350 1/4 NPT

725A HF 8523 1-1/2 1/4 6.4 3/16 4.8 9000 1/32 0.8 5-1/2 2.5 12 305 1/4 NPT

2-1/4 3/16 4.8 5/32 4.0 6450 3/64 1.2 6 2.7 13 330 1/4 NPT

3 5/32 4.0 1/8 3.2 5100 1/16 1.6 6-1/4 2.8 13-3/4 350 1/4 NPT
MINIMUM AIR PRESSURE: 90 PSI MINIMUM HOSE SIZE: 1/4" DIA.

AEROSPACE

Alligator Model 725A HF

ULTRALITETM

COMPRESSION RIVETER

Alligator Jaws  See adjacent page

Alligator Jaws (dimensions in inches)

JAW STATIONARY MOVING SET HOLE MAX.
ASSY. JAW JAW SIZE REACH GAP TRAVEL

7360 457 3488 3/16 1-1/2 1-5/8 5/8
7361 1974 1975 1/4 1-1/2 1-5/8 5/8
7362 1213 3490 3/16 2-1/4 1-3/4 7/8
7363 6482 6483 1/4 2-1/4 1-3/4 7/8
7364 1215 3491 3/16 3 2-1/8 1-1/4
7365 5975 5976 1/4 3 2-1/8 1-1/4

rev —1006


