


1769 100 105
1770 145
2460 1767 449 \ 120 115 \ /
6134 1768 1771 140 . l \ /@/@A
ltem Part No. Description Qty. Qty. Qty. ~
COMPRESSION RIVETER 005 1090 Bolt 1 ] 1 Q? M ff\x@ \
010 | 1091 | Nut 11 ] (EAEN 110
015 5909 Shim 1 1 1
020 1341 Washer 2 2 2
025 | 1093 Bearing, needle 34 | 34 | 34 135
030 1092 Bearing, roller 1 1 1
Standard Features 035 16716 Roller assy. 1 1
035 16680 Roller assy. 1 20 35
. Safety throttle lever 040 16551 . Race, outer 1 1 J \85 /
| . . 040 | 16552 | . Race, outer 1 r 50
* Anodized al h ’
rocleee AIIET OIS 045 | 626 . Bearing, needle 52 | 52 | 52 ! @§/‘/ 55
* 90° elbow swivel air inlet 050 16550 - Race, inner 1 1 1 l\ L -
* Rivet capacity up to 3/16" aluminum and 5/32" steel 055 547 . Shaft 1 1 1 Q
+ Smooth controlled throttle movement 060 | 408 Washer 4 4 4 \
« Low cost replacement parts 065 | 1088 Bearing, roller 2 2 2 SR
. P y E f 070 | 1071 Bearing, needle 2 | 2 | 2 ~ §
* Tool steel roller bearin S
3 roller bearings and shafts 075 | 2641 | Guard 1 MOVING JAW N
» Additional configuration of jaws available 075 1749 Guard 1 ’\
 Operate on 90 PSI air 8;8 ?829 guard 1 1 1 . !
. . . . ivet |
* Set holders in 3/16" and 1/4" diameter available 085 1293 Stud 1 1 1 '
090 230 Spring 1 1 1
095 1761 Screw 1 1 1
100 1756 Wheel 1 1 1
105 1754 Ring 1 1 1
110 1755 Washer 1 1 1
112 1764 Pin 1 1 1
115 1758 Washer 1 1 1
120 1760 Sleeve 1 1 1 P
125 1757 Pin 1 1 1
130 1759 Yoke 1 1 1 STATIONARY JAW l 150
135 1219 Pin 1 1 1 ~—
140 | 1762 Button 1 1 1 155
145 | 1763 Spring 1 1 1
150 1748 Guard 1 1 1
155 1075 Screw 1 1 1
Power Unit
POWER UNIT ONLY A"igator Jaws
MODEL ORDERING  JAW CAPACITY COLD RIVET MAX FORCE ~ STROKE AT NET WEIGHT OVERALL AR
NO. NO. REACH ALUMINUM STEEL AT 90 PSI MAX FORCE WITH JAWS LENGTH INLET
in. mm in. mm pounds in. mm Ibs. kg. in. mm in. JAW STATIONARY  MOVING  SET HOLE CLOSED MAX.
745A 9476 2-7/8 3/16 4.8 5/32 4.8 6000 1/16 1.6 13 59 17-1/2 444 1/4NPT ASSY. JAW JAW SIZE REACH HEIGHT TRAVEL  GAP OFFSET
745A 9476 5 532 40  1/8 40 3450 116 16 16 72 22-1/2 571 1/4NPT 2460 2459 2461 316 278 78 1316 1568 38
MINIMUM AIR PRESSURE: 90 PS| MINIMUM HOSE SIZE: 1/4" DIA. 6134 6131 6132 1/4 2-1/8 7/8 13/16  1-5/8 3/8

1767 1744 1745 3/16 5 7/8 1-3/8  1-5/8 3/8
1768 1765 1766 1/4 5 /8 1-3/8  1-5/8 3/8

1769 582 581 3/16 7 3/4 1-7/8 218 11/16
1770 1136 1137 1/4 7 3/4 1-7/8  2-1/8  11/16
449 414 549 3/16 9-1/8 3/4 2-1/2 2-1/8 11/16

1771 1274 1275 1/4 9-1/8 3/4 2-1/2 2-1/8  11/16
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