


COMPRESSION RIVETER

Standard Features

» Ergonomic design

* 50% weight reduction over larger models
* High strength forged jaws

* Precision bearings and shafts

POWER UNIT ONLY
MODEL ORDERING  CAPACITY COLD RIVET

Power Unit

SET HOLDER PLUNGER
MAX FORCE

PART OF

STROKE AT  NET WEIGHT OVERALL AIR

NO. NO. ALUMINUM STEEL AT 90 PSI MAX FORCE WITH C-YOKE LENGTH INLET
in.  mm in.  mm pounds newtons in. mm_ Ibs. kg. in. mm in.
735 16357 5/16 7.9 1/4 6.4 11000 49000 1/8 3.2 1041 46 21.0 525 1/4NPT

MINIMUM AIR PRESSURE: 90 PSI

MINIMUM HOSE SIZE: 1/4" DIA.

TOOLING

14083 S. Normandie Ave, Gardena CA 90249 USA « tel 800.482.4167 « fax 310.464.8545

C-Yokes See adjacent page
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THICKNESS
C-Yokes (dimensions in inches)

YOKE SET HOLE SET

ASSY. NO. REACH GAP THICKNESS SIZE HOLDER SPRING
7479 1-1/2 1-1/4 3/4 3/16 7480 3054
7481 2 1-1/2 7/8 3/16 7480 3054
7482 3 1-1/2 1-1/8 3/16 7480 3054
7483 1-1/2 2 1 3/16 7480 3054
7484 2-1/2 1-3/8 1 3/16 7480 3054
7485 2-1/2 1-3/4 1-1/8 3/16 7480 3054
3052 1-1/2 1-1/4 3/4 1/4 3053 3054
6477 2 1-1/2 7/8 1/4 3053 3054
6478 3 1-1/2 1-1/8 1/4 3053 3054
6479 1-1/2 2 1 1/4 3053 3054
6480 2-1/2 1-3/8 1 1/4 3053 3054
6481 2-1/2 1-3/4 1-1/8 1/4 3053 3054




