


Standard Features

* ergonomic design

* consistent clamp force-min to max collet spacing
» choice of template foot, concentric collet,

Keller foot or taper lock

* 7 spindle speed selections

« fully adjustable feed rate

* positive mechanical depth stop

e spindle rotation during retract

* |ocking trigger for unattended operation

e precision spindle bearings

DRILL STROKE SPINDLE SPEEDS DRILL/C’SINK SIZE

SPACEMATIC

DRILLING MACHINES

Optional Features

* air pressure intensifier for increased thrust
and clamp force

e drill point and thru spindle coolant systems

* spindles compatible to various cutter designs
* variable clamp force control unit

Specifications

DRILL THRUST/CLAMP FORCE MOTOR POWER  AIR CONSUMPTION DEPTH ACCURACY COLLET STROKE ~ WEIGHT

1.180 in. 300 .375/.750in.* 210 1bs/5401Ibs 1.5HP
30mm 450 9.5/19.1 mm* 95 kg/245 kg 1.1 kw
2500 EEEEE—
4500 .375/.625**
6000 9.5/15.9 mm**
9000
12500 *with concentric collet

**with template foot
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45 CFM at 90 PSI +0.000 -0.001 in. .625in. 10.7 Ibs
(3/8”1.D. Hose)  +0.00-0.25 mm 12.5mm 4.9 kg
1.27m3/min at 620 kPa
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Standard Features

e ergonomic design

* consistent clamp force-min to max collet spacing
* choice of template foot, concentric collet,

Keller foot or taper lock

* 10 spindle speed selections

* fully adjustable feed rate

* positive mechanical depth stop

* spindle rotation during retract

* |ocking trigger for unattended operation

* precision spindle bearings

DRILL STROKE SPINDLE SPEEDS DRILL/C’SINK SIZE

SPACEMATIC

DRILLING MACHINES

Optional Features

* air pressure intensifier for increased thrust
and clamp force

e drill point and thru spindle coolant systems

* spindles compatible to various cutter designs
* variable clamp force control unit

Specifications

DRILL THRUST/CLAMP FORCE MOTOR POWER  AIR CONSUMPTION DEPTH ACCURACY COLLET STROKE ~ WEIGHT

2.08 in. 450 .500/.750 in.
53mm 800 12.719 mm

1250

1600

2000

2500

3500

4500

6000

9000

270 1bs/700lbs 2.5HP
95 kg/245 kg 1.86 kw

60 CFM at 90 PSI +0.000 -0.001 in. 780 in. 16.5 Ibs
(3/8”1.D. Hose)  +0.00-0.25 mm 19.8mm 3.8kg
1.70m3/min at 620 kPa




CLAMP & FEED GROUP MODEL 2000 MODEL 100011
8000860 | 8001618 | 8001797 | 8000911 | 8000724
ITEM PART NUMBER DESCRIPTION Qry Q1Y Qry Qry Q1Y
1 8000863 Rod, piston 1 - - - -
1 8001636 Rod, piston - 1 - - -
1 8001796 Rod, piston - - 1 - -
1 8000912 Rod, piston - - - 1 -
1 8000725 Rod, piston - - - - 1
2 8000226 Piston 1 1 - - -
2 8001775 Piston - - 1 - 1
2 8000738 Piston - - - 1 -
3 1259 Seal, 0-ring (2-110) 1 1 - - -
4 16529 Bal-Seal 1 1 - -
5 8000227 Nut 1 1 - - -
5 8000737 Nut - - 1 1 1
6 8000125 Bal-Seal 1 1 - 1 1
6 8000733 Bal-Seal - - 1 1 1
7 16526 Seal, 0-ring (2-108) 1 1 1 - 1
8 2266 Seal, 0-ring (2-013) 1 1 - 1 1
9 8000241 Bushing, threaded 1 1 - - -
9 8000739 Bushing, threaded - - - 1 1
10 8000864 Bulkhead assy. 1 1 - - -
10 8000736 Bulkhead assy. - - 1 1 1
11 8893 Snap ring (5100-93) 1 1 - - -
12 1269 Seal, 0-ring (2-021) 1 1 - - -
13 8000939 Piston, feed assy. 1 1 - - -
14 10096 Seal, 0-ring (2-227) 1 1 - - -
15 8000869 Draw rod assy. 1 1 - - -
15 8000730 Draw rod - - 1 - -
15 8000913 Draw rod - - - 1 1
16 8000277 Nut, jam 1 1 - 1 -
17 1653 Seal, 0-ring (2-214) 1 1 1 1 1
18 8001619 Bracket, feed control - 1 - - -
18 8000868 Bracket, feed control 1 - - - -
18 8000729 Bracket, feed control - - 1 1 1
18 8000914 Bracket, feed control - - - 1 -
19 8000867 Nut, foot piston 1 1 - 1 -
19 8000728 Nut, foot piston - - 1 1 -
20 8001637 Cone, expanding - outer - 1 - 1
21 5450895 Cone, expanding - inner - 1 - - -
22 8000734 Piston, feed cylinder - - 1 1 1
23 7000429 Piston, draw rod - - 1 1 1
24 16335 Screw, button head (10-32 x 1/2)- apply LOCTITE® - - 1 1 1
25 8001798 Spring (3.5 long) - - 1 - -
26 8001799 Spring (3.0 long) - - 1 - -
27 10003 Retaining ring (5100-87) - - 1 1 1
28 2786 Seal, 0-ring (2-018) - - 1 - -
29 1786 Seal, 0-ring (2-010) - - 2 - -
30 8000740 Par-Bak (8-018) - - 2 - -
31 8000726 Swivel - - 1 - -
32 8001016 Seal, 0-ring (2-031) - - 1 1 1
33 8000727 Bushing, piston rod - - 1 - 1
34 10082 Seal, 0-ring (2-126) - - 1 1 1
35 8001017 Seal, 0-ring (2-223) - - 2 2 2
36 6888 Seal, 0-ring (2-020) - - 1 1 1
37 8000732 Spring, die - - - 1 1
38 8000731 Spring, die - - - - 1
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FOR MODEL 2000 ONLY:
*  Short bushing #8000857 for stroke 1.26 min. - 2.08 max.
** Medium bushing #8001611 for stroke .51 min. - 1.33 max.
Long bushing #8000854 for stroke .32 min. - 1.14 max. is
available upon request only.
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ref
SPINDLE SLEEVE & DEPTH STOP ASSEMBLY MODEL 2000 MODEL 10001
8001567 | 8001506 |8000755 | 8001715|8001784
ITEM PART NUMBER DESCRIPTION Qry Qry Qry Qry Qrty
1 8001568 Spindle sleeve assy. 1 - - - -
1 8001507 Spindle sleeve assy. - 1 - - -
1 8000759 Spindle sleeve - - 1 - -
1 8001716 Spindle sleeve assy. - - - 1 1
2 8001609 Depth stop 1 - - - -
2 8000852 Depth stop - 1 - - -
2 8000762 Depth stop - - 1 1 1
3 8001610 Jam nut 1 1 - - -
3 8001324 Jam nut - - - 1 -
4 6888 Seal, 0-ring (2-020) 2 2 - - - RETRACT VALVE MODEL 2000/10001 5445528 | MAIN AIR VALVE M. 2000/1000II 8000746
4 2225 Seal, 0-ing (2-019) - - 2 2 2 ITEM | PART NUMBER | DESCRIPTION Qry ITEM PART NUMBER DESCRIPTION Qry
5 8000853 Nut, retainer 1 1 - - - 1] 9532 Ring, retaining 1 1 8000747 Retainer 1
5 8000761 Nut, retainer - - 1 1 1 2 1075615 Retainer, retract valve 1 2 5447355 Spring, compression 1
6 8000857 Bushing, short™ 1 1 - - - 3 | 1175530 Spring 1 3 5447203 Valve, sub-assy. 1
/ 8001611 Bushing, medium™* 1 1 - - - 4 | 1067460 Retract valve assembly 4 5447112 Pilot piston 1
8 1285701 Set screw - 3 3 - 3 (set consists of items 5 - 7) 1 5 2266 Seal, 0-ring (2-013) 1
9 8000760 Retainer, wiper - - 1 - - 5 | 1067473 . Sleeve (part of item 4) 1 6 | 922 Seal, 0-ring (2-112) 2
10| 8000763 Ball cage - - 1 - - 6 | 1067485 - Spool (part of item 4) 1 7 | 8001000 Seal, 0-ring (2-015) 1
11 8000756 Bushing assy., depth stop - - 1 1 1 7 1067497 _Piston (part of item 4) 1
8 491 0-ring 3
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